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MEASURING: UPVC HANDLE OPTIONS 

1.3: Protruding objects 

Options available: 
 
Option 1 
Change the handle for a low profile design. 
These generally protrude from your window 
frame about 10mm. We can advise on 
where to buy these. 
 
Option 2 
Try and line a middle rail up with any      
horizontal handles. 
 
Option 3 
If your using Tposts and you have straight 
handles (not cranked) you will find the    
handle sits behind the side stile of the   
shutter and the louvres tilt just past the    
handle.  A large frame is required for this 
option. 
 
Option 4 
You can choose to fit your shutter frame in 
front of the handle and side fix. 
 
Option 5 
Use battens to create a wooden frame and 
space your shutters away from any trim or 
handles. (See following guides for info) 

Option 1 Option 3 

Option 4 
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MEASURING: UPVC HANDLES 

1.3: Protruding objects 

UPVC handles 
 
Battens are used to create a wooden sub 
frame around the window recess.  This    
creates a flat surface away from any       
protruding objects or handles generally 
found on UPVC windows. 
 
Measuring 
Follow the standard ‘1.1 Recess’ measuring 
guide when taking the main window width 
and height sizes and remember to allow for 
the depth of the batten and the depth of the 
L frame, so always measure in front of the 
selected frame and batten. 
 
Fitting 
Battens are fitted at the bottom, top, left and 
right side of the window. (4 sided frames.) 
 
Batten size 
This example shows a standard batten with 
a depth of 40mm spacing the L frame away 
from a typical 35mm protruding UPVC    
handle. The batten width and height can be 
customised for an extra charge. 
 
Cutting & screws 
Battens need to be cut to length and are not 
supplied with any pre-drilled holes , screws 
or cover caps.   
 
They are supplied as an extra to help with 
fitting. This allows them to be designed to 
suit your window and fitting requirements. 
 
Position 
The ideal batten position is up against the 
window frame so there is no gap left.  This 
provides maximum space in front of the 
frame on the sill. 
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MEASURING: BATTEN MEASURING 

1.3: Protruding objects 

Batten measuring 
 
Battens can be supplied the exact width and 
height of your window or slightly longer  
leaving you to cut to length. 
 
Size 
The standard size is 30 x 40mm.  If your 
handles are smaller than 40mm then these 
will be fine. 
 
Custom size 
You can customise the width and height to 
match the depth of your handle. 

Front view of a recessed window with battens 

Measure the width in 
front of the frames 

Plan View 

A 

D 

B 

C Batten details Width Depth Length 

A. Bottom    

B. Top    

C. Left    

D. Right    

‘Double check your measuring’ 
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UPVC - Silicone beading 
 
This example shows a custom batten with a 
chamfered 10mm edge to avoid any large 
silicone beading surrounding the frame. 
 
This batten will cost more than a standard 
batten. 
 
DIY 
You can easily plane the edge of a standard 
batten yourself where required. 
 
Ordering 
This style batten can be found on the order 
form with a pre-set 10mm chamfer.   
 
Enter a custom width and height size then 
select the ‘Chamfer’ option. 
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1.3: Protruding objects 

MEASURING: SILICONE BEADING 
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UPVC - Plastic trim 
 
This example shows a custom batten with a 
rebated cut out to avoid the plastic trim 
found on UPVC windows. 
 
This batten will cost more than a standard 
batten. 
 
Rebate measuring 
Measure the width and depth of the trim, 
allow an extra 2mm clearance to ensure the 
batten fits over neatly. 
 
Ordering 
Rebated battens can be found on the order 
form with the option to enter the width and 
height of the cut out required. 
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MEASURING: PLASTIC TRIM 
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UPVC - Fitting in front 
 
Battens can be fitted in front of any plastic 
trim or quadrant. 
 
This example shows the standard              
30 x 40mm batten rotated to provide a     
larger fitting area to fix to. 
 
Remember to allow for the depth of the     
batten and the depth of the L frame so    
always measure in front of the selected 
frame and batten. 
 
Wrapping around the wall 
Fitting the shutters at the front of the wall 
allows the panels to be wrapped back 
around the wall. 
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MEASURING: FITTING IN FRONT 

Wrapping around 
the wall 

For expert help & advice call Sam - 0844 858 4025 
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1.3: Protruding objects 

Using a frame build out 
 
Build outs can be pre-fitted to the back of 
frames for added clearance from protruding 
objects or handles. 
 
Where possible it is neater to use one of the 
3 standard frame sizes, small, medium or 
large. 
 
Build outs can be added to any of the frame 
sizes and you can customise the width of 
your build out if required and the frame side 
you want it fitted to. 
 
Ordering. 
The standard width will be pre-set in the 
order form based on the frame selected but 
this can be amended. 
 
Enter the depth and the frame side you   
require the build out. 
 
Fixing 
Build outs are pre-screwed onto the back of 
the frame. 

MEASURING: INSIDE RECESS 
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